








TEMPERATURE RELAY (THREE RTDS)

SPECIFICATION

INPUT
2 or 3 wire
Copper Cu 10 Ohm RTD Range 0-200 °C
Platinum Pt 100 Ohm RTD Range 0-200 °C

OUTPUT
Rated value 0-1mA input
Load resistance Maximum 5k Ohms

RELAY SETPOINTS
Adjustment range 50% to 100% of input temperature

range for all 3 set points.

Repeatability Better than 0.5% of full span
Differential Fixed 2% of range

RELAYS
Relay type Single pole change over
Rating AC 250V 5A non resistive 1200VA
Rating DC 125V 1A resistive load 120 watts
Mechanical life 5 x 106

AUXILIARY
AC Voltage 120V, 240V

± 25% / 45-65Hz / 2VA

WEIGHT & CASE SIZE Approx. 0.6kg. 100mm case

PRODUCTS COVERED

M200-RT3 3 Input RTD temperature trip

APPLICATION

The M200-RT3 monitors 3 individual RTDs (resistance
temperature detectors) and provides LED indication as to
which RTD is at the highest temperature, as well as a mA
output signal that is proportional to the temperature of the
highest RTD.
The mA output signal can be fed to an analogue or digital
meter scaled in temperature or to a computer system.
The three relays are provided with customer adjustable set
points, as the temperature rises each relay will energise when
the set point is reached. Three LED's are provided to show the
state of each relay, when the relay energises the red LED is
illuminated. A green LED is provided to indicate the condition
of the power supply.
Typical applications included monitoring of temperature in
transformer windings and large 3 phase motor windings.
Typically a unit could be monitoring 3 inputs from a Pt 100
RTDs over the range of 0-200 °C, the first set point could be set
at 80 °C and when this point is reached the relay could switch
on a cooling fan. The second relay could be adjusted for
130 °C and when this temperature is reached the relay could
set off an alarm. The third relay could be adjusted to 180 °C
and when this temperature is reached the relay could shut
down the complete system.

CONNECTION DIAGRAM



TEMPERATURE RELAY (SIX RTDS)

SPECIFICATION

INPUT
2 or 3 wire
Copper Cu 10 Ohm RTD Range 0-200 °C
Platinum Pt 100 Ohm RTD Range 0-200 °C

RELAY SETPOINTS
Adjustment range 50% to 100% of input temperature

range.

Repeatability Better than 0.5% of full span
Differential Fixed 2% of range

RELAYS
Relay type Single pole change over
Rating AC 250V 5A non resistive 1200VA
Rating DC 125V 1A resistive load 120 watts
Mechanical life 5 x 106

AUXILIARY
AC Voltage 120V, 240V

± 25% / 45-65Hz / 2VA

WEIGHT & CASE SIZE Approx. 0.6kg. 100mm case

PRODUCTS COVERED

M200-RT6 6 Input RTD temperature trip

APPLICATION

The M200-RT6 monitors 6 individual RTDs (resistance
temperature detectors) and provides LED indication as to
which RTD is at the highest temperature.

Each RTD  has an associated LED which illuminates when the
temperature exceeds the trip point.

A green LED is provided to indicate the condition of the power
supply.

Typical applications included monitoring of temperature in
transformer windings and large 3 phase motor windings.

Typically, a unit could be monitoring 6 inputs from a Pt 100
RTDs over the range of 0-200 °C, the set point could be set
at 110 °C and when this point is reached the relay could switch
on an alarm.
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